
ART PRODUCTS
blair ®

FIXATIVES, VARNISHES
      ADHESIVES & COATINGS



ADHESIVES
Blair Spray Adhesives provide a fast, clear, non-yellowing, permanent or  
re-positioning bond.  Perfect for use with a wide variety of  hobby and art 
& craft projects.  Won’t wrinkle, curl or bleed through paper. Resists water, 
humidity and heat. 

82489  Maximum Strength Adhesive
•	 Immediate	tack	for	fast	assembly
•	 Permanent	bond
•	 Smooth	even	coverage
•	 Fast	drying;	Non-yellowing
•	 Resist	water	and	humidity
•	 Won’t	wrinkle,	curl	or	bleed	through	paper
•	 Use	with	paper,	wood,	metal,	plastics,	glass,	 

plaster,	ceramic	and	fabric	

82490		Artist’s	Mounting	Adhesive
•	 Creates	a	permanent	or	re-positioning	bond
•	 Adjustable	spray	nozzle	controls	volume
•	 Smooth	even	coverage
•	 Non-yellowing
•	 Resist	water,	humidity	and	heat
•	 Use	on	paper,	cardboard,	matte	board,	wood,	glass,	foil,	 

plastics,	Mylar,	acetate,	leather	and	photography	paper

COATINGS
Blair Spray Acrylic Coatings are great for protecting hobby and art & craft 
projects with a permanent, clear moisture and dust barrier. The Blair coatings 
line includes Clear Spray, and UV Sentry in gloss and matte finishes, and 
Acrylic Glaze in gloss and satin finishes. 

20016		Gloss	Spray	Clear	/	20116  Matte	Spray	Clear
•	 Super	hard	permanent	protection
•	 Fast	drying;	Non-yellowing
•	 Moisture	resistant
•	 Protects	against	stains,	moisture	and	airborne	pollutants
•	 Great	for	fine	art,	hobby	and	art	&	crafts	projects
•	 Use	on	paper,	photographs,	wood,	ceramics,	 

plaster	and	leather

50016		DIGI-Finish	Gloss	Acrylic 
50116		DIGI-Finish	Matte	Acrylic

•	 Guards	against	harmful	UV	light
•	 Protects	against	moisture,	dust	and	dirt
•	 Great	finish	for	photographs	and	paper	creations
•	 Fast	drying;	Non-yellowing
•	 Great	for	fine	art,	hobby	and	art	&	crafts	projects

81216		High	Gloss	Acrylic	Glaze
•	 Super	clear	gloss	finish
•	 Forms	rich,	deep,	porcelain	like	coating
•	 Fast	drying;	Non-yellowing
•	 Super	tough	protective	surface	seals	against	moisture	and	dirt
•	 Great	for	art	&	craft	projects,	use	with	paper,	wood,	 

matte	board,	canvas,	fabric,	metal	and	most	plastics

81016		Satin	Acrylic	Glaze
•	 Super	smooth	satin	finish
•	 Creates	a	hand	rubbed	luster
•	 Fast	drying;	Non-yellowing
•	 Durable,	tough	finish	seals	against	moisture	and	dirt
•	 Great	for	art	&	craft	projects,	use	with	paper,	wood,	 

matte	board,	canvas,	fabric,	metal	and	most	plastics

blair ART PRODUCTS
are acid free, archival safe and  
conform to ASTM D-4236.

Environmental	responsibility:	We	think	“Green”	 

at	Blair	Art	Products.	We	are	committed	to	

thinking	responsibly	about	our	products	and	

their	effect	on	our	consumers	and	business	

partners.	We	think	about	the	preservation	

of	the	Earth	and	prioritize	and	search	for	

environmentally	friendly	processes	and	

materials	to	proactively	plan	for	and	provide	

only	the	safest	art	material	products.	All	of	

our	aerosol	products	are	CFC	and	HCFC	free,	

as	well	as	VOC	and	MIR	compliant	to	meet	

environmental	regulatory	requirements	of	the	

OTC,	the	state	of	California	and	the	EPA.	

*Note:		
CFC		 =	Chlorofluorocarbons	 
HCFC		 =	Hydrochlorofluorocarbons	 
VOC		 =	Volatile	Organic	Compounds	 
MIR		 =	Maximum	Incremental	Reactivity	 
OTC		 =	Ozone	Transport	Commission	 
EPA		 =	Environmental	Protection	Agency



blair

toll free 866.833.7797

Since	the	introduction	of	Spray	

Fix	in1949,	Blair	Art	Products	has	

provided	fine	artist,	hobbyist	and	

art	&	crafters	with	the	highest	

quality	protective	aerosol	products.		

In	addition	to	spray	fixatives	the	

Blair	product	line	now	includes	

genuine	artist’s	spray	damar	

varnishes,	acrylic	coatings	and	

adhesives	to	preserve	and	protect	 

a	wide	variety	of	art	materials, 

as	well	as	art	&	craft	media.

In	2004,	Creative	Art	Materials,	Ltd.	

acquired	the	Blair	Art	Products	

line	and	today	continues	their	

commitment	to	providing	only	

the	highest	quality	and	most	

technologically	advanced	aerosol	

fixatives,	varnishes,	adhesives	

and	coatings.	Our	product	

formulations	meet	or	exceed	even	

the	most	stringent	North	American	

environmental	regulations.

FIXATIVES
Blair Artist’s Workable Fixatives offer clear, fast drying formulas that 
provide smudge proof  protection for graphite, charcoal and pastels. It offers 
maximum durability with minimum affect on tonal values. Erasing and 
other re-work are possible. Dries with a workable tooth and stops “bleeding 
through” between layers of  color. 

10006	/	10016  Artist’s	Workable	Fixative	
•	 Smudge	proof	protection	for	graphite,	charcoal,	 

and	dry	pastels
•	 Stops	bleeding	between	layers
•	 Dries	in	seconds
•	 Protects	blueprints	and	ozalid	reproductions
•	 Dries	with	a	workable	tooth
•	 Soil	and	moisture	resistant
•	 Will	not	curl	thin	paper

10506	/	10516  Artist’s	VLO	Workable	Fixative	
•	 Very	Low	Odor,	performs	like	original	formula
•	 Smudge	proof	protection	for	graphite,	charcoal,	 

and	dry	pastels
•	 Stops	bleeding	between	layers
•	 Protects	blueprints	and	ozalid	reproductions
•	 Dries	with	a	workable	tooth
•	 Soil	and	moisture	resistant
•	 Will	not	curl	thin	paper

VARNISHES
Blair Spray Varnishes offer clear, fast drying formulas that provide a protective 
finish, which are easy to apply and don’t require a brush to clean up. Perfect 
for use with a wide variety of  fine art, hobby and art & craft projects.  

30016		Artist’s	Damar	Gloss	Varnish 
30116		Artist’s	Damar	Matte	Varnish	

•	 100%	Pure	Damar	resins,	traditional	formula
•	 Maximum	protection	for	oil	and	alkyd	paints
•	 Brightens	colors	and	adds	shine
•	 Does	not	bloom	or	crack
•	 Easily	removed	with	turpentine	or	mineral	spirits
•	 Smooth	even	coating

40016		Artist’s	Retouch	Damar	Varnish
•	 Easily	removed	with	turpentine	or	mineral	spirits
•	 Smooth	even	coating
•	 Use	for	restoring	dried	paint	areas,	ground	sizing	 

or	to	isolate	paint	layers
•	 Protects	uncured	paint	surfaces

80016		Artist’s	Acrylic	Varnish
•	 Use	on	acrylic	paintings	to	add	gloss
•	 Easily	removed	for	cleaning
•	 Smooth	even	coating
•	 Clear;	Non-yellowing

®



  blair ART PRODUCTS
ITEM NO. DESCRIPTION BAR

CODE

MIN

QTY

FIXATIVES
10006 Artist’s	Workable	Matte	Spray	Fixative,	4.75	oz 081569 100066 12
10016 Artist’s	Workable	Matte	Spray	Fixative,	11.0	oz 081569 100165 12
10506 Artist’s	Very	Low	Odor	VLO	Workable	Fixative,	4.5	oz 081569 105061 12
10516 Artist’s	Very	Low	Odor	VLO	Workable	Fixative,	12.0	oz 081569 105160 12

VARNISHES
30016 Artist’s	Damar	Gloss	Varnish,	11.0	oz 081569 300169 12
30116 Artist’s	Damar	Matte	Varnish,	11.0	oz 081569 301166 12
40016 Artist’s	Retouch	Damar	Varnish,	10.75	oz 081569 400166 12
80016 Artist’s	Acrylic	Varnish,	11.0	oz 081569 800164 12

ADHESIVES
82489 Maximum	Strength	Adhesive,	11.0	oz 081569 824894 12
82490 Artist’s	Mounting	Adhesive,	11.0	oz 081569 824900 12

COATINGS
20016 Gloss	Spray	Clear	Acrylic,	11.75	oz 081569 200162 12
20116 Matte	Spray	Clear	Acrylic,	11.75	oz 081569 201169 12
50016 DIGI-Finish	Gloss	Acrylic,	11.0	oz 081569 500163 6
50116 DIGI-Finish	Matte	Acrylic,	11.0	oz 081569 501160 6
81216 High	Gloss	Acrylic	Glaze	,	11.0	oz 081569	812167 12
81016 Satin	Acrylic	Glaze,	12.0	oz 081569 810163 12

50016U
S

 B
LA

IR
P

M
S

 123 P
M

S
 125

B
LA

C
K

Order No. 00000
DESCRIPTION: BLAIR® Digi-Finish is clear
protection from harmful UV rays, moisture,
smudging, and dirt. This unique, acid free 
formula is suitable for scrap-booking, card
and paper projects. Digi-Finish can also be
used as a protective barrier on wood, metal,
and ceramics.

• Clear, fast drying, permanent
• Resists UV rays, moisture and smudging

CONTAINS NO FLUOROCARBONS
FREE OF LEAD HAZARDS

PROTECT/FINISH

• Digital prints, photographs, greeting cards,
address labels, and paper projects.

• Always test this product or any finish for
compatibility with your particular project. 

DIRECTIONS: Shake can vigorously for 2-3
minutes prior to use. Prime nozzle by spraying
on a disposable surface. 

Hold the can 8-12 inches from the surface.
Apply finish in light even coats. Use a sweeping
motion that begins and ends off of the project
surface. Shake can intermittently during use.

Dry to touch in 10-15 minutes. Handle in 2
hours. Recoat any time

CLEAN-UP: Invert can and spray can until only
gas is exhausted from nozzle. Clean overspray
with lacquer thinner. Clean hands with soap
and water.

500

12 OZ
NET WT.
(340 g)
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CONFORMS TO 
ASTM D-4236
Blair is a Registered
Trademark of Creative
Chemical Solutions, Inc.

Contact a physician for more
health information.

Call Toll Free: 1-866-833-7797
www.blairartproducts.com

Made and Printed in USA
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50016

CAUTIONS
Contains acetone, acetates, toluene, 2-butoxy-
ethanol, diacetone alcohol hydrocarbon 
propellants, and butyl benzyl phthalate. 

DANGER! EXTREMELY FLAMMABLE.
CONTENTS UNDER PRESSURE. MAY CAUSE
HAZARDOUS DECOMPOSITION PRODUCTS.
VAPOR OVEREXPOSURE MAY TEMPORARILY
RESULT IN NAUSEA, HEADACHE, CONFUSION
OR INSTABILITY. MAY CAUSE EYE, SKIN AND
RESPIRATORY IRRITATION. SKIN SENSITIZATION
IS POSSIBLE. MAY PRODUCE ALLERGIC SKIN
REACTIONS. Keep away from all sources of ignition.
Do not spray near heat, sparks or open flames. Cans
exposed to heat or sunlight may burst. Do not punc-
ture, incinerate or store at temperatures above 120˚F
(49˚C). When using, do not eat, drink or smoke. Avoid
breathing vapors. Use only in areas with adequate
ventilation. Avoid skin and eye contact. Safety glasses
recommended. Wear gloves for prolonged repeated
contact. Use only as directed. Do not take internally.
Intentional misuse by deliberately concentrating and
inhaling can be harmful or fatal.

FIRST AID: Eye contact: Flush with water for at
least 15 minutes. Call a physician. Skin contact:
Wash with soap and water. Call a physician if irri-
tation persists. Inhalation: Remove to fresh air.
Give artificial respiration if breathing has
stopped. Give oxygen if breathing is difficult. Call
a physician. For further information on toxicology
consult the Material Safety Data Sheet, your local
poison control center or contact a physician.

WARNING: This product contains chemicals
known to the State of California to cause cancer
and birth defects or other reproductive harm.

KEEP OUT OF THE REACH OF CHILDREN

DANGER! EXTREMELY FLAMMABLE! 
VAPORS MAY CAUSE FLASH FIRES. CONTENTS UNDER

PRESSURE. VAPOR HARMFUL. IRRITATES EYES, SKIN AND
RESPIRATORY TRACT. Can be absorbed through the skin.

Carefully read all CAUTIONS on back panel.

Distributed by:

Creative Chemical Solutions, Ltd.
Cleveland, OH

Gloss
Digi-Finish
Clear Protective Coating
for digital photographs
and paper creations
•  Adds UV Durability 
•  Creates a clear moisture barrier  
•  Acid Free / Archival Safe

00000US_DIGI-FINISH.qxp  1/25/07  3:27 PM  Page 1

Creative	Art	Materials,	Ltd.
236	Raceway	Drive,	Unit	5	•	Mooresville,	NC	28117	•	Toll	Free:	866.833.7797	•	Fax:	888.423.0036

creativeartmaterials.com
Copyright	2014	
Printed	in	USA
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Fixatives • Varnishes • Adhesives • Coatings
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CONFORMS TO 
ASTM D-4236
Blair is a Registered
Trademark of Creative
Chemical Solutions, Inc.

Contact a physician for more
health information.

Call Toll Free: 1-866-833-7797
www.blairartproducts.com

Made and Printed in USA Distributed by/Distribué par:

Creative Chemical Solutions, Ltd.
Cleveland, OH10016

CAUTIONS
Contains Propane, butane, light aliphatic 
hydrocarbon solvent, ethyl benzene, xylenes,
diacetone alcohol, acetone, methyl ethyl
ketone, methyl isobutyl ketone, isopropyl
acetate, and amyl acetate.
DANGER! EXTREMELY FLAMMABLE. 
CONTENTS UNDER PRESSURE. COMBUSTION
MAY CAUSE HAZARDOUS DECOMPOSITION
PRODUCTS. HARMFUL OR FATAL IF 
SWALLOWED. VAPOR OVEREXPOSURE MAY
TEMPORARILY RESULT IN NAUSEA, HEADACHE,
CONFUSION OR INSTABILITY. MAY CAUSE EYE,
SKIN AND RESPIRATORY IRRITATION. VAPOR
OVEREXPOSURE MAY CAUSE HEART 
PALPITATIONS. CHRONIC OVEREXPOSURE BY
INHALATION OR DERMAL CONTACT MAY CAUSE
DAMAGE TO BLOOD, KIDNEYS, LUNGS,
CENTRAL NERVOUS SYSTEM, AND LIVER. Keep
away from all sources of ignition. Do not spray
near heat, sparks or open flames. Cans
exposed to heat or sunlight may burst. Do not
puncture, incinerate or store at temperatures
above 120˚F (50˚C). When using, do not eat,
drink or smoke. Avoid breathing vapors. Use
only in areas with adequate ventilation.
Avoid skin and eye contact. Safety glasses 
recommended. Wear gloves for prolonged or
repeated contact. Use only as directed. Do not
take internally. Intentional misuse by 
deliberately concentrating and inhaling can be
harmful or fatal.
FIRST AID: Eye contact: Flush with water for at
least 15 minutes. Call a physician. Skin 
contact: Wash with soap and water. Call a
physician if irritation persists. Inhalation:
Remove to fresh air. Give artificial respiration if
breathing has stopped. Give oxygen if 
breathing is difficult. Call a physician.
Ingestion: Do not induce vomiting. Call a 
physician immediately. For further information
on toxicology consult the Material Safety Data
Sheet, your local poison control center or 
contact a physician.

Matte
Spray Fix

D

FAT

10016US_MATTE_SPRAY_FIX  9/20/05  10:09 AM  Page 1
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Order No. 40016
DESCRIPTION: Use BLAIR® RETOUCH SPRAY VAR
1) as a sizing to lessen the absorbency of the ground 

coating or underpainting and to prepare this ground for
the first paint layer.

2) Use to isolate the layers of a painting and make them
more receptive to additional paint.

3) Before resuming work on a dry painting, use SPRAY VAR
to bring out a uniform wet appearance on dull, dried-in
flat places for accurate color comparison.

RETOUCH SPRAY VAR is not a final picture varnish, but may
be used as a temporary protection to show paintings before
they are completely dry.

Always apply varnish at room temperature. To avoid bloom,
never apply under humid conditions. Bloom is a foggy,
whitish effect caused by condensation of moisture being
trapped in the coating as it dries and can be removed by
respraying under recommended conditions.

CONTAINS NO FLUOROCARBONS
LEAD FREE

• 100% pure damar retouch varnish.
• For ground sizing, isolation of paint layers,

restoration of dull flat areas and temporary 
protection of oil paintings.

DIRECTIONS: Prime nozzle by spraying on a disposable
surface first. Hold can about 10 inches from painting.
Spray from side to side keeping can in constant motion
while spraying to avoid spots and sags. Start and stop
each stroke off of the painting. A thin uniform film is 
sufficient. Protect dust while drying.

WARNING: This product contains chemicals known to the
State of California to cause cancer and birth defects or
other reproductive harm.

KEEP OUT OF THE REACH OF CHILDREN

10.75 OZ
NET WT.
(304 g)

CONFORMS TO 
ASTM D-4236
Blair is a Registered
Trademark of Creative
Chemical Solutions, Inc.

Contact a physician for more
health information.

Call Toll Free: 1-866-833-7797
www.blairartproducts.com

Made and Printed in USA Distributed by/Distribué par:

Creative Chemical Solutions, Ltd.
Cleveland, OH
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40016

CAUTIONS
Contains Propane, butane, n-hexane, isohexane isomers,
mineral spirits, turpentine, cyclohexane, and isopropyl alcohol.
Sensitizing Components Isopropyl alcohol and turpentine.
DANGER! EXTREMELY FLAMMABLE.
CONTENTS UNDER PRESSURE. COMBUSTION MAY CAUSE
HAZARDOUS DECOMPOSITION PRODUCTS. HARMFUL OR
FATAL IF SWALLOWED. VAPOR OVEREXPOSURE MAY 
TEMPORARILY RESULT IN NAUSEA, HEADACHE, CONFUSION
OR INSTABILITY. MAY CAUSE EYE, SKIN AND RESPIRATORY
IRRITATION. VAPOR OVEREXPOSURE MAY CAUSE HEART
PALPITATIONS. CHRONIC OVEREXPOSURE BY INHALATION
OR DERMAL CONTACT MAY CAUSE DAMAGE TO KIDNEYS
AND CENTRAL NERVOUS SYSTEM. MAY PRODUCE 
NUMBNESS OR WEAKNESS IN THE EXTREMITIES.
PERIPHERAL NERVOUS SYSTEM EFFECTS MAY BE
INCREASED BY THE PRESENCE OF METHYL ETHYL KETONE.
MAY PRODUCE BIRTH DEFECTS IN THE DEVELOPING FETUS.
MAY CAUSE REPRODUCTIVE EFFECTS. SKIN SENSITIZATION
IS POSSIBLE. MAY PRODUCE ALLERGIC SKIN REACTIONS.
Keep away from all sources of ignition. Do not spray near
heat, sparks or open flames. Cans exposed to heat or 
sunlight may burst. Do not puncture, incinerate or store at
temperatures above 120˚F (50˚C). Avoid using if pregnant or
contemplating pregnancy. When using, do not eat, drink or
smoke. Avoid breathing vapors. Use only in areas with 
adequate ventilation. Avoid skin and eye contact. Safety
glasses recommended. Wear gloves for prolonged or
repeated contact. Use only as directed. Do not mix with
products containing methyl ethyl ketone. Do not take 
internally. Intentional misuse by deliberately concentrating
and inhaling can be harmful or fatal.
FIRST AID: Eye contact: Flush with water for at least 15
minutes. Call a physician. Skin contact: Wash with soap and
water. Call a physician if irritation persists. Inhalation:
Remove to fresh air. Give artificial respiration if breathing
has stopped. Give oxygen if breathing is difficult. Call a
physician. Ingestion: Do not induce vomiting. Call a 
physician immediately. For further information on toxicology
consult the Material Safety Data Sheet, your local poison
control center or contact a physician. DANGER! EXTREMELY FLAMMABLE! 

CONTENTS UNDER PRESSURE.
HARMFUL OR FATAL IF SWALLOWED.

VAPOR HARMFUL.
Carefully read all CAUTIONS; acute and chronic health hazards on back panel.

100% pure

40016US_RETOUCH_SPRAY_VAR  9/20/05  10:15 AM  Page 1

50
/3

2/
6

S
U0

94
28

52
88

6

82490U
S

 B
LA

IR
P

M
S

 032 P
M

S
 188

B
LA

C
K

Order No. 82490
DESCRIPTION: BLAIR® Artist's Mounting
Adhesive dries clear and resists water,
humidity and heat. Provides a strong bond on
a variety of materials and will not bleed
through, wrinkle or curl paper. Use on: Metal
foil, plastic films, foam, felt, cork, cardboard,
fiberglass, rubber. Will not attack most foams.

CONTAINS NO FLUOROCARBONS
LEAD FREE

• Non-yellowing, clear, smooth coverage.
• Effective on a wide range of materials.

DIRECTIONS: Surfaces should be clean, dry
and free of oil or grease. Shake can for one
minute. Prime nozzle by spraying on a 
disposable surface first. Can temperature
should be at least 60˚F (15˚C). For best results,
hold can 8-12 inches from surface.

REPOSITIONABLE OR TEMPORARY BONDS:
Apply a light, uniform coat to one surface.
After a few seconds, press sprayed item to
surface; to reposition sprayed item, start at
corner and peel back.

PERMANENT BONDS: Apply medium coat on
both surfaces. Allow to dry one minute before
bonding. For more porous surfaces, bond them
while they are still slightly wet.

CLEAN-UP: After using, turn can upside down
and spray until no glue comes out. Excess
over spray may be cleaned-up with paint 
thinner or turpentine.

KEEP OUT OF THE REACH OF CHILDREN

82490

11 OZ
NET WT.
(311 g)
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CONFORMS TO 
ASTM D-4236
Blair is a Registered
Trademark of Creative
Chemical Solutions, Inc.

Contact a physician for more
health information.

Call Toll Free: 1-866-833-7797
www.blairartproducts.com

Made and Printed in USA
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CAUTIONS
Contains n-Hexane, dimethyl ether and
acetone.

DANGER! EXTREMELY FLAMMABLE.
CONTENTS UNDER PRESSURE. MAY CAUSE
EYE, SKIN AND RESPIRATORY IRRITATION.
VAPOR OVEREXPOSURE MAY TEMPORARI-
LY RESULT IN NAUSEA, HEADACHE,
CONFUSION OR INCOORDINATION.
CHRONIC OVEREXPOSURE MAY CAUSE
NERVOUS SYSTEM, LIVER OR KIDNEY
DAMAGE, AND MAY PRODUCE NUMBNESS
OR WEAKNESS IN THE EXTREMITIES. Do
not use near heat, sparks or open flames.
Cans exposed to sunlight or heat may
burst. Do not puncture, incinerate or store
at temperatures above 120˚F (50˚C). When
using, do not eat, drink or smoke. Avoid
breathing vapor or airborne mist. Use only
in areas with adequate ventilation. Avoid
skin or eye contact. Safety glasses 
recommended. Wear gloves for prolonged
or repeated contact. Use only as directed.
Do not take internally. Intentional misuse
by deliberately concentrating and inhaling
can be harmful or fatal.

FIRST AID: Eye Contact: Flush with water
for at least 15 minutes. Call a physician.
Skin Contact: Wash with soap and water.
Call a physician if irritation persists.
Inhalation: Remove to fresh air. Give 
artificial respiration if breathing has
stopped. Give oxygen if breathing has
stopped. Call a physician. Ingestion: Do not
induce vomiting. Call a physician. For 
further information on toxicology consult
the Material Safety Data Sheet, your 
local poison control center or consult 
a physician. DANGER! EXTREMELY FLAMMABLE! 

CONTENTS UNDER PRESSURE.
VAPOR AND AIRBORNE MIST MAY BE HARMFUL.

Carefully read all CAUTIONS acute and chronic health hazards on back panel.

Artist’s
Mounting
Adhesive
Permanent/
Repositionable

Distributed by/Distribué par:

Creative Chemical Solutions, Ltd.
Cleveland, OH

68825

Order No. 82490
DESCRIPTION: BLAIR® Artist's Mounting
Adhesive dries clear and resists water,

•
•

DIRECTIONS: 

82490
CAUTIONS

Contains n-Hexane, dimethyl ether and
acetone.
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